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1/2“ BSP internal thread 

Drum stop with guided holes 

Hand crank for rewinding of the hose 

Rubber feet 

Reel with: 

IP64 protection category 

Light control 

Battery indicator 

Location 512Hz (optional) 

Control unit with: 

about 25,7 kg, (incl. monitor & DVR) 

L/B/H    37 x 45 x 48.5 cm 

Weight (gross) 

Dimensions 

Accessory bag with: Power supply cable 2m (230 V AC, 15 V DC) 

BNC-cable 50 Ohm RG58C/U 

2x Allen key 

 
Data sheet JetCam 20 
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Voltage: 

Charging voltage: 

Power: 

Charging time: 

11.1V DC 

15V DC 

5200mAh (for about 2.5 operating hours) 

Approximately 4 hours 

Battery 

Potential hazards 
Lithium-ion batteries are sealed gas-tight and harmless, provided the manu-
facturer's instructions are followed during use and handling. 
Art.Nr.: 10111255 
 
Warning 
Never use chargers that are not intended for the battery type! 
Do not short-circuit. Do not damage mechanically (pierce, deform, dismantle, 
etc.). Do not heat above the permissible temperature or burn. Keep batteries 
away from small children. Always store batteries in a dry and cool place. 
 

 
Please observe the safety instructions! 

 

Nominal diameter: 

Bend-capable: 

Housing: 

Resolution: 

Optics: 

Illumination: 

Sharpness: 

Storage tempera-
ture: 

TV system: 

DN 40 - 300 

DN 50 upwards 

Stainless steel; d = 32.5mm, l = 57mm 

560 TV lines 

Wide angle 145° 

9 high performance LEDs 

From about 25 mm to ∞ 

–30 to + 60°C  
Storage only indoors 

PAL 

KK32 4.0 camera head incl. impact protection: 
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Steering piece, 6 jets nozzle ENZ, screwable 

Flexible piece of 
hose consisting of: 

Steering piece 1.3 mm M4 

HP (high pressure) hose about  35 cm 

Flow rate about 40-60 l/min at 100-150 bar 

Fully assembled 

Plug-in system at the camera head 

Without camera head itself 

Cleaning nozzle 
with 6 jets 

6x cleaning nozzle, 1.1 and 1.2 mm M4, which 
provide the thrust. Beam angle about 25° 

 
Surface-hardened, highly abrasion-resistant HP 
(high pressure) hose; 
electrically assembled 

DN 10 (3/8“) 30m 

Jetting: DN 10 (3/8“) 30m 

Steering nozzle: 1.3mm 

Cleaning nozzle: 1.1mm 

HP hose: 


